
 HOOKLIFT COMPACTORS
SMOOTHSIDED 
Product Specifications

Application:                         General / Commercial / Industrial / Recycling 

Details: 
 Steel - All prime grade mild steel (HR15 or S275), 

 Construction  -  Typically 5mm base, 4mm headboard, overlapping side plates - 5mm one piece top sides,
5mm one piece bottom sides, 3mm door, 4mm roof

      All plate seams fully welded inside & outside  
 Headboard  – A  Frame  of  PFC175mm  x  75mm  x  20kg/metre  with  12mm  reinforcing  plates.  Hook  of  

RND65mm  with  deflector  plate.  All  containers  have  RHS  150mm  x  100mm  cross  member  and
RHS80mm x 80mm welded externally (on 30 CUYD and above containers).

 Underframe – PFC175mm x 75mm x 20kg/m main runners with FLT65mm x 10mm wear strips welded
          underneath. 8 NO. PSC 140mm X 80mm floor bearers formed from 4mm mild steel.
 Rollers – Twin rollers 229mm diameter x 229mm long fitted with maintenance free OIL LITE BEARINGS 

 Door – 3mm mild steel plate reinforced with RHS 80mm x 80mm.  All hinges fitted with maintenance free
 OIL LITE BEARINGS. RHS160mm x 80mm door pillars 
 GJF Asset No - Unique number welded inside tipping bar to assist traceability

 Painting -  One coat primer plus two coats of enamel paint (in colour(s) of your choice)

Options: 
 Custom painting requirements
 Welded customers identification marks
 Laser cut identification plates
 Vinyl graphic sign writing

Overall Internal Dimensions: 

Size                                 Drawing
No

Length-add 305mm
ext

Width-add 160mm ext Height-add 305mm ext.

35 CUYD        26.80 CUM HL/134 19'                  5791mm 7' 3”                   2228mm 7'                        2055mm
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