
SWAGED/RIBBED HOOKLIFT
COMPACTOR CONTAINERS    
  Product Specifications

Application:  General / Commercial / Industrial / Recycling  

Details: 
 Steel                 All prime grade mild steel (HR15 or S275), 

 Body                Typically 5mm base (2 piece), 5mm headboard, 3mm ribbed sides & roof, 3mm door(s)
                                  (other thickness' on request) All plate seams fully welded inside & outside               
                                  Uprights – 8 no. PSC 126mm x 76mm formed from 4mm mild steel fully welded to side plates

                      Top Rail – RHS 80mm x 80mm 
 Headboard       A Frame – PFC175mm x 75mm x 20 kg/m with 12mm reinforcing plates

                          RND65mm hook bar with deflector plate
 Underframe      Main Runners - RSC175mm x 75mm x 20 kg/m with 10mm wear strips welded to bottom

                          Floor Bearers -  8 no. PSC 100mm x 5mm formed from 5mm mild steel with 3mm reinforcing
                          gussets to uprights
                          Twin Rollers -    229mm x 229mm removable rollers with maintenance free  oil lite bearings

 Door                 Single door reinforced with RHS80mm x 80mm   
                          Hinges - fully welded (all with maintenance free oil lite bearings). All doors with primary

                      secondary locking.       
                      Door Pillars – RHS 160mm x 80mm x 5mm fully welded to side plates    

 GJF Asset No  Unique number welded inside main floor runner to assist traceability

 Painting            Inside - One coat primer 
                                          Outside – One Coat high build primer, plus two coats of enamel paint (in colour(s) of your 
                                choice)
Options: 
 Custom painting requirements                                 
 Welded customers identification marks
 Laser cut identification plates
 Vinyl graphic sign writing

Overall Internal Dimensions: 

Size              
Cubic Yard Cubic Metre

Drawing
No

Internal Length
add 305mm for ext.

Internal Width
add 160mm for ext.

Internal Height
add 305mm for ext.

30 CUYD        23.07 CUM COM/050 19'                  5792mm 7' 2”                    2184mm 6'                      1830mm

35 CUYD        26.80 CUM COM/021 19'                  5792mm 7' 2”                    2184mm 8'                       2439mm

40 CUYD        30.60 CUM COM/056 19'                  5792mm 7' 2”                    2184mm 7'                       2134mm

We manufacture these up to 60 CUYD. Please contact us for the specifications and dimensions of these

GJF FABRICATIONS LTD   CHASE LINK    LICHFIELD ROAD    BROWNHILLS   WALSALL   WS8 6LA
Tel  01543 360777 Fax  01543 360977 Email: sales@gjffabrications.co.uk


