
 FRONT END LOADERS   
  Product Specifications

Application:                         General / Commercial / Industrial / Recycling

Details: 
 Steel - All prime grade mild steel (HR15 or S275), 

 Construction - Typically 3mm base, 3mm sides,
          ends and roof.  All plate seams fully welded on outside – inside is stitch welded. Sides reinforced with 
          PFC 76mm x 38mm (3” x 1.5” channel) and RHS80mm x 40mm top rail.  
 Lifting Pockets – Formed from 5mm mild steel with 10mm top gussets and 6mm bottom gussets
          Incorporating 6mm lead in ramp and 6mm deflector plate at rear Buffer box of RSC 76mm x 38mm with
          3mm capping plates
 Fork Pockets – PSC 206mm x 73mm formed from 3mm plate with 6mm gussets

 Goal Post – RHS 40mm x 40mm                                                 

 Plastic Lids -  Genuine Duraflex double skinned plastic lids  Lockable using pivotable CHS 27mm o/d tube
          supported by 8mm mild steel brackets.
 Tipping Bar - RND35mm dia. assemblies (capped both sides) and fitted at discharge

 Lifting Lugs - Sheppard Meiller type fully welded through both reinforcement channel and side plates

 GJF Asset No - Unique number welded inside tipping bar to assist traceability

 Painting -  One coat primer plus two coats of enamel paint (in colour(s) of your choice)

Options: 
 Custom painting requirements
 Welded customers identification marks
 Laser cut identification plates
 Vinyl graphic sign writing
 Reflective marker boards (either in RSA13mm angle frames or stick-on type)

Overall Internal Dimensions:  (height does not include forklift pockets)

Size                                 Drawing No Width Depth Height

2 CUYD           1.53 CUM FEL/001 6'                   1830mm 3' 2”                     996mm 3' 3   ½ “              1000mm
Inc Cstrs 3' 11”    1100mm

4 CUYD           3.06 CUM FEL/004 6'                   1830mm 5'9”                     1753mm 5' 6”                     1676mm

6 CUYD           4.59 CUM FEL/006 6'                   1830mm 5'9”                     1753mm 6'                         1830mm

8 CUYD           6.12 CUM FEL/008 6'                   1830mm 5'9”                     1753mm 6'                         1830mm

10 CUYD         7.65 CUM FEL/010 6'                   1830mm 5' 9”                    1753mm 6' 1 ¾                  1877mm
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